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Wireless  Connectivity  With App  control

Wireless Connectivity  
With App control 

Easy to install and extend the system  
Up to 15 units in one system 

Low energy consumption 
3W and in stand by 1W

Cold climate  
Safe operations down to -20°C 

Heat recovery up to 85%

Flexible installation  
Suited for 185-310mm walls
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Fresh Connect 
 Art n0 810050

CO2 sensor indoor 
Art no 810051

Humidity and Temperature  
sensor indoor 

Art no 810052

Humidity & Temperature  
sensor outdoor 

Art no 810053

Pollen  
filter 

Art no 810100 

Standard  
filter 

Art nr  810101 
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Internal part Filter Xenion fan 

Duct

Ceramic cell 

External hood

70 sec

 Voltage 100-230 V AC

Air volume flow 21,5 m³/h

Exhaust air volume flow 43 m³/h

Power consumption 1-3 W  

Wall opening Ø 180 mm 

Wall thickness 185-310 mm 

Sound pressure level 18-42 dB(A) 1m

Standard sound level  
difference 40-54 dB(A) 

Energy efficiency class A +

Protection rating IP 20

S3 classification DIN EN 13141-8 

Fresh art no  810001

YEAR  
WARRANT Y

Copyright © Volution Sweden AB
008657_220516
We accept no liability for printing errors and reserve the right to make changes to materials and designs. fresh.eu


